
 

PB-0009                                                                                                                                                                                                     REV 1  

 

www.rockbreaker.com 

 

PRODUCT 
BULLETIN Eastern US 

30625 Solon Industrial Pkwy 
Solon, OH 44139 
Tel:  (440) 542‐3720 
Fax: (440) 542‐3721 

Western US & Mexico 
3453 Durahart Street 
Riverside, CA 92507 
Tel:  (951) 369‐0878 
Fax: (951) 369‐8281 

Canada & InternaƟonal 
35 Elgin Street, North 
Thornbury, ON N0H 2P0 
Tel:  (519) 599‐2015 
Fax: (519) 599‐6803 

TC152V Hydraulic Compactor 



 

PB-0009                                                                                                                                                                                                     REV 1  

FEATURES and BENEFITS                                                  SPECIFICATIONS 
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TC152V Hydraulic Compactor 

Non‐Swivel  Swivel 

(1) Approximate weight may differ due to 
mounƟng configuraƟons.  
(2) Regulated flow is 32 gpm (121 lpm) for the 
TC152V‐L and 46 gpm (174 lpm) for the TC152V‐H. 
Adjust carrier flow as closely as possible to these 
values to reduce the potenƟal for hydraulic system 
overheaƟng. 
 
All dimensions and specificaƟons are approximate 
and subject to change without noƟce. 
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584 mm  High Performance, Low Maintenance: The hydrau‐

lic motor is sized for high flow and low pressure to 
match the auxiliary hydraulic circuit of back hoes 
and mini excavators, reducing heat generaƟon. 
Standard flow control valve protects the rotaƟng 
group from over‐speeding, ensuring opƟmum op‐
eraƟng speeds by returning excess flow to the 
tank. 

 High amplitude, high frequency operaƟon and 
high ground pressure are standard to achieve 
maximum proctor densiƟes and high liŌs.  

 Internal anƟ‐cavitaƟon valves permit the hydraulic 
motor to slow down safely aŌer shuƫng off the 
control valve, eliminaƟng shock loading to the 
rotaƟng group.  

 Maintenance free, oil bath lubricaƟon ensures 
conƟnuous bearing lubricaƟon and eliminates the 
need for manual greasing. 

 Oversized rubber isolators reduce vibraƟon in the 
upper structure, delivering maximum energy 
through the base plate and into the soil, providing 
excellent proctor densiƟes. 

 UƟlizing “Vector” Technology, Rubber isolators 
are mounted on compound angles allowing the 
isolators to beƩer resist the down force produced 
by the carrier as well as the push / pull force of 
the carrier when compacƟng large areas. 

 MounƟng brackets are available in both fixed and 
swivel, with dedicated OEM pin centers to meet 
most interface requirements. Various quick cou‐
pler models are also available. Controlled compac‐
Ɵon is achieved by locking the swivel mount in 
different posiƟons of 45 degree increments. By 
removing the pin, the compactor can “free float”.  

SpecificaƟons  TC152V‐L  TC152V‐H 

Recommended     
Carrier Weight 

lbs  15,400‐48,400 

kg  7,000‐22,000 

OperaƟng Weight (1) 
lbs  1,565  1,570 

kg  711  714 

Impulse Force 
lbs  11,130‐16,630 

kg  5,059‐7,559 

Ground Pressure 
psi  11.2‐16.7 

bar  0.77‐1.15 

Oil Flow Range (2) 
gpm  27‐42  37‐58 

lpm  102‐159  140‐220 

RPM Range  1,800‐2,200 

Maximum Relief 
Valve Seƫng 

psi  3,625 

bar  250 
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REPLACEMENT PARTS COMPARISON CHART 
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TC152V Hydraulic Compactor 

   Part Number (Qty.) 

Replacement Part  TC152‐L  TC152V‐L  TC152‐H  TC152V‐H 
(old model)  (new model)  (old model)  (new model) 

Hydraulic Motor  1010709 (1)  1010709 (1)  1010710 (1)  1010710 (1) 

Hydraulic Motor Seal Kit  380‐0110 (1)  380‐0110 (1)  380‐0110 (1)  380‐0110 (1) 

Hydraulic Motor Mount Seal  1800947 (1)  1017663 (1)  1800947 (1)  1017663 (1) 

Bearing  1002182 (2)  1002182 (2)  1002182 (2)  1002182 (2) 

Bearing Housing Seal  1801980 (2)  1800827 (1)  1801980 (2)  1800827 (1) 

Rubber Isolator  650‐8659 (2)  1007828 (4)  650‐8659 (2)  1007828 (4) 


