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THE LAST COMPACTOR 

EFFORTLESS PERFORMANCE TO GET YOUR JOB DONE 

Breaker Technology’s unique hydraulic compactor design delivers high-impulse energy to help you reach exceptional 
compaction proctor densities while minimizing maintenance intervals.  BTI offers five models to satisfy a wide range of 
compaction applications including soil, embankments, trenches, sheet piling and posts. BTI’s compactors offer you high 
performance, quality and range, giving you years of dependable operation.

YOU’LL EVER BUY
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6 LOW MAINTENANCE

Our standard oil bath lubrication ensures continuous 
bearing lubrication, eliminating manual greasing.

1 PLUG IN & GO

Installation is quick and easy on your carrier. 

9 FLEXIBILITY AGAINST EDGES

Optional swivel top mounts are available on the TC5  1, 
TC92V and TC152V compactors. Controlled compaction 
is achieved by locking the swivel mount in different 
positions of 45 degree increments. By removing the pin, 
the compactor can “free float”.

3 MAXIMUM PERFORMANCE, MINIMAL OIL 

The hydraulic motor is sized for high flow and low 
pressure to match the auxiliary hydraulic circuit of back 
hoes and mini excavators, reducing heat generation. 
Standard flow control valve protects the rotatng group 
from over-speeding, ensuring optimum operating speeds 
by returning excess flow to the tank.

2 LESS STRESS, MORE COMPACTION

Large rubber isolators prevent vibration in the upper 
structure, delivering maximum energy through the base 
plate and into the soil for excellent proctor densities. 

5 VECTOR TECHNOLOGY

Utilizing “vector” technology, rubber isolators are 
mounted on compound angles allowing the isolators 
to better resist the down force produced by the carrier 
as well as the push / pull force of the carrier when 
compacting large areas. (TC92LV, TC152LV, TC302V)

4 RIGHT SIZE, RIGHT FIT

High or low flow hydraulic motors allow for a broad 
range of carrier match ups. (TC51, TC92V, TC152V, 
TC302V)

7  ACCESS NARROW AREAS

Our extremely slim design allows for access to narrow 
trenches. (TC51 and TC71)
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8 BRACKET OPTIONS

Flange type mounting brackets are standard. Dedicated 
OEM pin center, multiple OEM pin center and quick 
coupler configurations are available.
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SPECS

20” 
(508 mm)

23” 
(584 mm)

36 7/16” 
(925 mm)

TC92V

23” 
(584 mm)

45 11/16” 
(1,160 mm)

28” 
(711 mm)

TC152V
26 1/4” 

(667 mm)

34” 
(864 mm)

47 1/16” 
(1,195 mm)

TC302V

13 3/4” 
(349 mm)

15” 
(381 mm)

31 1/2” 
(800 mm)

TC71

10 11/16” 
(271 mm)

12 1/2” 
(318 mm)

18 7/8”
(479 mm)

25 1/16” 
(637 mm)

24”
(609 mm)

28 1/4”
(718 mm)

30”
(762 mm)

28” 
(711 mm)

TC51

*Actual pump flows above the regulated flow control setting will cause heat generation within the hydraulic circuit  
Regulated flow control valve standard on all models
Maximum continuous return line pressure 245 psi (17bar) at a constant operating speed 
Maximum intermittent return line pressure 490 psi (34 bar) during acceleration and braking

SPECIFICATION  MODEL TC51L TC51H TC71 TC92VL TC92VH TC152VL TC152VH TC302VL TC302VH

OPERATING WEIGHT
LB 295 610 1,150 1,565 2,045

KG 135 275 520 710 925

IMPULSE FORCE
LB 1,930 - 3,000 2,600 - 5,000 5,500 - 8,200 11,130 - 16,630 16,330 - 24,400

KG 875 - 1,360 1,170 - 2,270 2,495 - 3,720 5,050 - 7,540 7,405 - 1,1065

TYPICAL LIFT
FT 1 - 2 2 - 3 2 - 4 3 - 5 4 - 6

TONNE 0.3 - 0.6 0.6 - 0.9 0.6 - 1.2 0.9 - 1.5 1.2 - 1.8

TYPICAL PRODUCTION
YD3/ HR 14 - 22 18 - 27 25 - 35 70 - 80 140 - 160

M3/ HR 11 - 17 14 - 21 19 - 27 54 - 61 107 - 122

GROUND PRESSURE
PSI 7 - 10.9 7-13.6 9.2 - 13.7 11.2 - 16.7 13.4 - 20

BAR 0.48 - 0.75 0.48 - 0.94 0.63 - 0.94 0.77 - 1.15 0.92 - 1.38

SPEED RPM 1,800 - 2,240 1,800 - 2,500 1,800 - 2,200 1,800 - 2,200 1,800 - 2,200

REGULATED FLOW 
CONTROL SETTING

GPM 12 18 22 15 25 33 46 46 65

IPM 45 68 83 56 95 124 173 173 246

RECOMMENDED FLOW 
RANGE*

GPM 7 .16 11 - 24 12 - 28 12 - 21 20 - 33 26 - 43 37 - 58 37 - 58 53 - 80

IPM 26 - 60 42 - 90 45 - 105 45 - 80 75 - 125 100 - 160 140 - 220 140 - 220 200 - 302

MAXIMUM RELIEF 
VALVE SETTING

PSI 2,500 3,625

BAR 195 250

CARRIER RANGE
LB 2,000 - 10,000 7,700-19,000 17,000- 26,000 24,000-55,000 33,000 - 77,000

TONNE 0.9 - 4.5 3.5-9.0 8-12 11-25 15 - 35
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