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Chicago Pneumatic //

CRD.04

Features:
Alloy steel forgings – for 
excellent durability
Four-bolt backhead – 
withstands rugged use
Integral oiler – provides 
continuous lubrication
Heavy-duty front head 
springs – reduce 
reaction back to 
operator
Reversible piston – 
reduces maintenance 
cost
Air inlet swivel – for easy 
maneuverability
“Hushed Power” 
versions – CP-1210-S, 
CP-1230-S, and CP-1240-
S  are equipped with 
mufflers
Vibration reduced handle 
(VR Series) available on 
CP-1210, CP-1230, and 
CP-1240

Pneumatic Breakers

Breakers-Four Bolt
The CP-1230 (60 pound class) and CP-1240 (80/90 pound class) demolition 
tools are designed to deliver the power and durability necessary for a variety 
of construction and plant maintenance applications such as breaking heavy 
concrete, reinforced concrete, frozen ground, macadam, boulders and 
pavement. Conversely, the CP-0111 (25 pound class) and CP-1210 (35 pound 
class) demolition tools are lightweight yet rugged tools designed for light- to 
medium-construction and plant maintenance work such as light demolition 
of floors, pavement, bridge mainenance, macadam, frozen ground and 
masonry walls.

A variety of points and chisels are

available for these units.


